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SkipDewax
Catalog #: T212
T213

SUBSTANCE IDENTIFICATION
Chemical Name/Trade Name: SkipDewax or SkipDewax (t)

COMPOSITION/INFORMATION ON INGREDIENTS
Components: Proprietary.

HAZARDOUS INGREDIENTS
Hazardous Component: Sodium azide
CAS Number : 26628-22-8
PERCENT: 0.01-0.09%

Molecular Formula: NaN3

Molecular Weight: 65.00

PHYSICAL DATA

Description: Clear liquid

Boiling Point: Not determined.

Vapor Pressure: Not determined.

Evaporation Rate: Not determined.

Specific Gravity: 1.0466

pH: 8.5-9.0

Solubility in Water: Complete.

LABEL PRECAUTINOARY STATEMENTS
Sodium azide may react with lead and copper plumbing to form highly explosive metal
azides.

EXPLOSION AND FIRE HAZARD DATA

Fire and Explosion Hazard: Emit toxic fumes under fire conditions.

Flash Point: Not determined.

Fire Fighting Media: water spray, carbon dioxide, dry chemical powder, regular foam
Special Fire Fighting Procedures: Firefighters must wear self-contained breathing apparatus
and fully protective equipment to prevent contact with skin and eyes

ADDITIONAL INFORMATION
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An explosion occurs when a mixture of sodium azide, methylene chloride, dimethyl sulfoxide,
and sulfuric acid were being concentrated on a rotary evaporator.

Fire Fighting Media: water spray, carbon dioxide, dry chemical powder, regular foam

Special Fire Fighting Procedures: Firefighters must wear self-contained breathing apparatus
and fully protective equipment.

HEALTH HAZARD AND FIRST AID PROCEDURES:

Skin contact: May cause irritation.

Eye contact: May cause irritation.

Ingestion: Drink sufficient amount of water.

Antidote: No specific antidote.

Overall Health Hazards: None expected. May be slightly irritating upon contact to skin for
some individuals.

Signs and Symptoms of Exposure: Chemical, physical and toxicological properties are not
established for this material.

Handle the product with the care required by good laboratory practice.

Emergency and First Aid Procedures:

Skin Contact: Wash affected area with soap and copious amounts of water while removing
contaminated clothing and shoes.

Eye Contact: Flush eyes with copious amounts of water for at least 15 minutes while
removing contaminated clothing and shoes.

Inhalation: Remove to fresh air. Give oxygen or artificial respiration, as needed. If breathing
is difficult, give oxygen.

Ingestion: Wash out mouth with copious amounts water. Seek medical treatment if discomfort
persists. Obtain medical attention.

REACTIVITY

Stability: Stable under normal temperature and pressures.

Conditions to Avoid: high temperature.

Incompatibility: Dimethyl sulfate is incompatible with sodium azide. Acid chlorides.
Halogenated solvents.

Avoid contact with metals. Avoid contact with acid. Explodes when heated. Acid reacts with
many heavy metals such as lead, copper, mercury, silver, gold to form explosive compounds.
Copper and lead azides are more sensitive than nitroglycerines. Azide reacts with metal
halides to give a range of metal azide halides, many of which are explosive. Incompatible
with chromyl chloride, hydrazine, bromine, carbon disulfide, dimethyl sulfate,
dibromalonitrile.

Hazardous Decomposition Products: Nature of decomposition products not known.

Harmful if swallowed, inhaled, or absorbed through skin.

Causes eye and skin irritation.

STORAGE AND DISPOSAL

Storage: Store material at room temperature.

Keep storage container tightly closed. Avoid contact with skin and eyes after handling.
Wear appropriate NIHOH/MSH-approved respirator, chemical-resistant gloves, safety
goggles, other protective clothing.

Use only in a chemical fume hood.

Safety shower and eye bath.
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Do not breathe dust.

Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure

Wash thoroughly after handling.

Irritant.

Keep tightly closed.

Waster Disposal Method: Contact a licensed professional waste disposal service to dispose of
this material. Sodium azide may react with lead and copper plumbing to form highly
explosive metal adzes. Observe all state, and local regulations.

SPILL OR LEAK PROCEDURES

Steps to be Taken in Case Material is Released or Spilled: Evacuate area. Wear rubber boots
and gloves. Wear self-contained breathing apparatus. Wear disposable coveralls and discard
them after use. Sweep up, place in a bag and hold for waste disposal. Avoid raising dust.
Ventilate area and wash spill site after material pickup is complete.

SPECIAL PROTECTION INFORMATION

Respiratory Protection: Wear a NIOSH/MSHA approved respirator.
Ventilation: Mechanical exhaust required.

Protective Gloves: Compatible chemical resistant.

Eye Protection: Chemical safety goggles.

Other Protective Equipment: safety shower and eye bath

ADDITIONAL INFORMATION

THIS INFORMATION IS BELIEVED TO BE ACCURATE AND REPRESENTS THE
BEST INFORMATION CURRENTLY AVAILABLE TO US. HOWEVER, WE MAKE NO
WARRANTY OF MERCHANTABILITY OR ANY OTHE RWARRANT, EXPRESS OR
IMLPIED, WITH RESPECT TO SUCH INFORMATIN, AND WE ASSUME NO
LIABIILITY RESULTING FROM ITS USE. USERS SHOULD MAKE THEIR OWN
IVESTIGATIONS TO DETERMINE THE SUITIBILITY OF THE INFORMATION FOR
THEIR PARTICULAR PURPOSES.
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